HOW DOES SDCC DECIDE WHETHER TO SALT OR NOT?
SDCC have access to a 24hr forecast for road surface temperature, road state (dry, ice, snow etc.) and grip level. With this information a duty engineer will determine whether to salt or not. If salting is required the duty engineer will decide what routes need treating, what time we will treat at and what spread rate. 
SDCC carry out pre-treatments which is ensuring the salt is on the road prior to any freezing conditions and will carry out additional salting as required. 
A weather station on the N81 provides real time information on surface temperature and state.

WHAT DOES SALT DO?
Salt doesn’t melt ice, it lowers the freezing point of water. 
SDCC spread two types of salt;
Rocksalt is a granular material that is commonly referred to as gritting. It has high salt content and requires the crushing action of vehicle tyres to activate it fully.
Brine is a solution of salt and water that is sprayed on to the road in conjunction with rocksalt. The brine acts activates immediately ensuring a quicker treatment action.
For moderately cold temperatures (0oC to -2oC) our normal spread rate is 10g/m2 of salt and this increases as temperatures decrease. 

WHAT ROADS ARE TREATED?
SDCC routinely treat approximately 300km of roads within the county. 
A map of the treated roads can be found here

CAN I ADD MY ROAD TO THE TREATMENT ROUTES?
There is currently no capacity to increase the number of roads being treated

DOES SDCC PROVIDE SALT?
SDCC have 100 salt bins located around the county where the public can access salt for treating public roads and footpaths. The locations of these bins are aimed at giving an even geographical spread around the county. 
The location of these bins can found here
